
MANDATORY EQUIPMENT WHEN RACING FORM
ERS Section C

Bow No. Sail No.

IMCA label No. Sail maker:

C 5.2 (1)

Serial No. Weight:

C 5.2 (3)

C 5.1 (3)

C 5.1 (4)

C 5.1 (1)

C 5.1 (2)

C 3.1 (a) No. Pcs:

C 5.1 (5)

C 5.1 (6)

C 8.2 (b)

C 6.2 (a) Kg:

Date:

Weights corrector

30.9.2021 Owner:

Two main companionway hatches

The engine tray shall be carried under engine

Keel locking strap

This form should be shown to the race office and a copy of it should be at disposal on the boat.

Rope for anchor (min. 8 mm x 40 mt.)

Manual bilge pump

Bucket (min. 9 lit.) with lanyard (min. 1 mt.)

Personal buoyancy for each crew member

Engine tank full + 3 liters in a separate fuel container

Anchor (3.1 kg) with chain Weight (min. 5 kg):

Spinnaker 1

Spinnaker 2

IMCA measurer No. Or IHC serial No.

IMCA measurer No. Or IHC serial No.

IMCA label No. Sail maker:

IMCA measurer No. Or IHC serial No.

JIMCA label No. Sail maker:

IMCA measurer No. Or IHC serial No.

Engine type:

IMCA label No. Sail maker:

MELGES 24 

Sails measured by authorized measurer
Mainsail

Jib
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